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Cabinet & Shelf Light Cabinet & Shelf Light 

COIN
SURFACE / RECESSED / SEMI RECESSED CABINET 
LUMINAIRE   

AVAILABLE OPTIONS

FIXTURE TRIM 
COLOUR

REFLECTOR  
COLOUR

COLOUR OPTIONS

ACCESSORIES

Honeycomb
Anti-Glare Louvre 

(included)

Colour Temperature 
& Beam Angle

ProART2700K 3000K 3500K 4000K 5000K

PA

WARM DIM

tuneWHITE

20°

20°

35°

35°

60°

60°

DRIVER

DIMMING

Recessed
(Fix)

Recessed 
(Tilt)

Semi-Recessed Surface

Matt White 
RAL 9003

Chrome Brushed 
Bronze

Matt Black 
RAL 9011

Chrome 
Black

Brushed 
Brass

Titanium  
Gold

Brushed 
Copper

Matt White 
RAL 9003

Brushed 
Bronze

Matt Black 
RAL 9011

Brushed 
Brass

Brushed 
Copper

ND PH AN DA DMXDT8 CSB
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Cabinet & Shelf Light Cabinet & Shelf Light 

SPECIFICATIONS

FIXTURE

Family Type COIN

Fixture Colours
Matt white (RAL9003), matt black (RAL9011)), brushed bronze, 
brushed brass, brushed copper

Reflector Colours
Matt white (RAL9003), matt black (RAL9011), Chrome, Chrome 
Black, Titanium Gold), brushed bronze, brushed brass, brushed 
copper

Materials Aluminium, PC

Accessories Anti-Glare Louvre (incl.)

Ingress Protection IP40

LED MODULE & DRIVER

Family Type Built-in LED module (non-modular)

Typical Operating Voltage 34V

Typical Operating Current 130mA

System / Input Power 5.5W

Beam Angles 20°, 35°, 60°

Lifetime 50,000 hours (80% lumen maintenance at Ta = 25°C), B10

Colour Temperatures 2700K, 3000K, 3500K, 4000K, 5000K, Warm Dim, tuneWHITE

CRI ProART (CRI~95)

SDCM 3 step MacAdam ellipse binning

Dimming
Non-dim, phase (trailing edge), 0-10V, DALI, DALI DT8, DMX, 
CASAMBI

Mains Voltage 220-240V, 50Hz

Power Factor >0.9

Fire Safety Glow wire test 850°C, UL94V-0, VW-1

Flammability Mark F

Safety Class Class 2 (220-240VAC)

Standards IEC 60598, IEC 61347-2-13

Regulatory Markings CE, CB, CCC, RoHS

PHOTOMETRICS

COIN

30° 15° 0° 30°

45° 45°

15°

90° 90°
20°

30° 15° 0° 30°

45° 45°

15°

90° 90°
35°

30° 15° 0° 30°

45° 45°

15°

90° 90°
60°

Height 
(m)

Emax (lx)

20° 35° 60°

1
E(0°) 3140 1568 662

Cone Ø (m) 0.35 0.58 0.94

2
E(0°) 785 392 166

Cone Ø (m) 0.69 1.16 1.88

3
E(0°) 349 174 74

Cone Ø (m) 1.04 1.74 2.82

4
E(0°) 196 98 41

Cone Ø (m) 1.38 2.32 3.76

5
E(0°) 126 63 26

Cone Ø (m) 1.73 2.91 4.71

COIN 4.5W Luminous Flux (lm)

LED Power System Power CRI
3000K

20° with AGL 35° with AGL 60° with AGL

4.5W 5.5W ProART CRI~95 553 553 479

Data are based on 3000K (ProART CRI~95). Nominal data of 2700K and 3500K are shared with 3000K.
Higher CCT of 4000K and 5000K will have a nominal data value of 5% higher than published. (ƒ = 1.05)

Nominal CRI~95, equals to Ra>90~97, R9>50

COIN

Recessed (Tilt): Ø63 
Recessed (Fix): Ø53 

Semi-Recessed: Ø53 
cutout

Recessed 
(Fix)

23

Ø50

Ø60

Recessed
(Tilt)

36

Ø60

Ø68

Semi-Recessed

23 15

5

Ø50

Ø60 L145 x W31 x H26

LED Driver

Surface

28

Ø50

DIMENSIONS (MM)
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Cabinet & Shelf Light Cabinet & Shelf Light 

PHOTOMETRICS

COIN WD

30° 15° 0° 30°

45° 45°

15°

90° 90°
35°

30° 15° 0° 30°

45° 45°

15°

90° 90°
60° Height 

(m)

Emax (lx)

35° 60°

1
E(0°) 766 323

Cone Ø (m) 0.58 0.94

2
E(0°) 191 81

Cone Ø (m) 1.16 1.88

3
E(0°) 85 36

Cone Ø (m) 1.74 2.82

4
E(0°) 48 20

Cone Ø (m) 2.32 3.76

5
E(0°) 31 13

Cone Ø (m) 2.91 4.71

COIN WD 4.5W Luminous Flux (lm)

LED Power System Power CRI
3100K

35° with AGL 60° with AGL

4.5W 5.5W ProART CRI~95 270 234

Data are based on maximum output at 3100K.

Nominal CRI~95, equals to Ra>90~97, R9>50

COIN TW

30° 15° 0° 30°

45° 45°

15°

90° 90°
35°

30° 15° 0° 30°

45° 45°

15°

90° 90°
60° Height 

(m)

Emax (lx)

35° 60°

1
E(0°) 959 405

Cone Ø (m) 0.58 0.94

2
E(0°) 240 101

Cone Ø (m) 1.16 1.88

3
E(0°) 107 45

Cone Ø (m) 1.74 2.82

4
E(0°) 60 25

Cone Ø (m) 2.32 3.76

5
E(0°) 38 16

Cone Ø (m) 2.91 4.71

COIN TW 4.5W Luminous Flux (lm)

LED Power System Power CRI
5500K

35° with AGL 60° with AGL

4.5W 5.5W ProART CRI~95 338 293

Data are based on maximum output at 5000K - 5500K range.
3500K - 5000K will have a nominal data value of 5% lower than published.
2700K - 3500K will have a nominal data value of 10% lower than published.
2400K - 2700K will have a nominal data value of 20% lower than published.
1800K - 2400K will have a nominal data value of 30% lower than published.

Nominal CRI~95, equals to Ra>90~97, R9>50

ORDERING MATRIX CHART

Fixture

Type Shape Angle Colour
Reflector 
Colour

Accessories

COIN ._____ ._____ ._____ ._____ ._____

S Surface FX Fix WH
Matt 
White

WH
Matt 
White

AGL
Anti-Glare 
Louvre

SR
Semi 
Recessed

MB
Matt 
Black

MB
Matt 
Black

(incl.)

BBZ
Brushed 
Bronze

CR Chrome

R Recessed FX Fix BBR
Brushed 
Brass

CB
Chrome 
Black

TL Tilt BCP
Brushed 
Copper

TG
Titanium 
Gold

BBZ
Brushed 
Bronze

BBR
Brushed 
Brass

BCP
Brushed 
Copper

example: COIN.SR.FX.WH.WH.AGL.4.35.30.PA

LED Module Driver

LED Power
Beam 
Angle

Colour Temp CRI Dimming

._____ ._____ ._____ ._____ ._____

4 4.5W 20 20° 27 2700K PA ProART ND Non-Dim

35 35° 30 3000K PH Phase

60 60° 35 3500K AN 0-10V

40 4000K DA DALI

50 5000K DMX DMX

CSB Casambi

35 35° WD Warm Dim PA ProART PH Phase

60 60° AN 0-10V

DA DALI

DMX DMX

CSB Casambi

35 35° TW1840
tuneWHITE 
1800K-4000K

PA ProART DT8 DALI DT8

60 60° TW2755
tuneWHITE 
2700K-5500K

DMX DMX

CSB Casambi

COIN


