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Pinhole

TECHNOLOGY AND FEATURES

Ceiling 
Safe

Low Flicker, 
No Risk  

(IEEE 1789)

Converging Optical Lens 
 Maximising LORAdvanced Thermal 

Protection System

ECLIPSE 3 PRO
RECESSED ROUND FIX / TILT DOWNLIGHT LUMINAIRE

#SQUARE  
#FIX 
#TRIM

#ROUND  
#FIX 
#TRIM

#SQUARE  
#TILT 
#FLUSHMOUNT

#ROUND  
#TILT 
#FLUSHMOUNT
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Pinhole

AVAILABLE OPTIONS

FIXTURE TRIM 
COLOURCOLOUR OPTIONS

Matt White 
RAL 9003

Brushed 
Bronze

Matt Black 
RAL 9011

Brushed 
Brass

Brushed 
Copper

7° 10° 20° 35° 60°

Single CCT 50PM / 50P / 35P / 
50N / COIN ✓ ✓ ✓ ✓

35P-HI / 50N-HI / 
COIN-HI ✓ ✓

ComfySHIFT

35P / 50N ✓ ✓ ✓ ✓

Warm Dim

50P / 35P / 50N / 
COIN ✓ ✓ ✓ ✓

tuneWHITE / flexiK

50P / 50N / COIN ✓ ✓ ✓

RGBW

50P ✓ ✓

LED MODULE

**tuneWHITE and flexiK 
are recommended to be 
paired with Soft Lens for 
better colour mixing effect.

ACCESSORIES

Honeycomb
Anti-Glare 

Louvre

Soft Lens Linear 
Spread Lens

Comfort Pro IP54 
IP65

MR16/
GU10 
Holder

DRIVER

DIMMING

ND PH AN DA DMXDT8 CSB

50PM 50P 35P 35P-HI50N 50N-HI35N 35N-HI MR16/
GU10

COIN COIN-HI

8° 15° 25° 40° 60°

ProART98ProART2700K 3000K 3500K 4000K 5000K

98

ComfySHIFT

RGBW

tuneWHITE

WARM DIM

PA
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Pinhole

50 Pro50 Nest35 Pro 35 Nest Coin 50 Pro Max

Tilt

Fix

ECLIPSE 3 
PRO

#ROUND

#SQUARE

#FIX

#TILT

#TRIM 
#FLUSH MOUNT

R
O

U
N

D

DIMENSIONS (MM)

(refer to module driver dimensions)

Height increase with accessories:

Anti-Glare Louvre : Height +6
Soft Lens : Height +3
Linear Spread Lens : Height +3
Comfort Pro : Height +20

Ø90

Trimless

Ø90

Trim

44 44

Trim: Ø83
Flushmount: Ø95 

cutout

(h)

TiltFix

+35º 
Regression Tilt

50PM:
50P:
50N:
35P:
35N:
COIN:
50N-HI:
35P-HI:
35N-HI:
COIN-HI:
MR16 / GU10

138
124
120
91
95
71
131
101
105
81
95

144
127
123
94
98
74
134
104
108
84
98

MODULE

FIX

REFLECTOR

MATT

TILT

Height (h)

50PM:
50P:
50N:
35P:
35N:
COIN:
50N-HI:
35P-HI:
35N-HI:
COIN-HI:
MR16 / GU10

138
124
120
91
95
71
131
101
105
81
95

144
127
123
94
98
74
134
104
108
84
98

MODULE

FIX

REFLECTOR

MATT

TILT

Height (h)

50PM:
50P:
50N:
35P:
35N:
COIN:
50N-HI:
35P-HI:
35N-HI:
COIN-HI:
MR16 / GU10

545
385
345
345
305
285
355
355
315
295
275

237
156

92

92

92

92

MODULE
WEIGHT 

(g)
DRIVER 

(g)

Weight (g)

S
Q

U
A

R
E

Trim: 83 x 83
Flushmount: 95 x 95 

cutout

(h)

TiltFix

+35º 
Regression Tilt

90 x 90

Trimless

90 x 90

Trim

40 40
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Pinhole

ECLIPSE 3 PRO
SPECIFICATIONS

PHOTOMETRICS

50 PRO

30° 15° 0° 30°

45° 45°

15°

90° 90°
10°

30° 15° 0° 30°

45° 45°

15°

90° 90°
20°

30° 15° 0° 30°

45° 45°

15°

90° 90°
35°

30° 15° 0° 30°

45° 45°

15°

90° 90°
60°

Height 
(m)

Emax (lx)

10° 20° 35° 60°

1
E(0°) 11962 9570 5628 2176

Cone Ø (m) 0.19 0.35 0.58 1.05

2
E(0°) 2991 2392 1407 544

Cone Ø (m) 0.37 0.69 1.17 2.11

3
E(0°) 1329 1063 625 242

Cone Ø (m) 0.56 1.04 1.75 3.16

4
E(0°) 748 598 352 136

Cone Ø (m) 0.74 1.38 2.34 4.22

5
E(0°) 478 383 225 87

Cone Ø (m) 0.93 1.73 2.92 5.27

ELR LED Module 50PM 50P 35P 50N 35N COIN

LED Power 17W 12W 10W 8W 7.5W 5.5W 4.5W

System Power 20.7W 14.6W 12.2W 9.8W 9.4W 6.9W 5.5W

Luminous Flux 
(lm)

Type Beam Angle CRI

Single CCT 
(3000K)

10°
High Efficiency ProART CRI~95 1170 927 787 645 617 468 383

ProART98 CRI~98 861 652 561 469 449 343 280

20°
High Efficiency ProART CRI~95 1959 1523 1302 1084 1025 784 641

ProART98 CRI~98 1280 984 836 691 652 492 402

35°
High Efficiency ProART CRI~95 1982 1541 1317 1096 1037 793 649

ProART98 CRI~98 1294 995 846 699 659 497 407

60°
High Efficiency ProART CRI~95 1847 1436 1228 1022 966 739 604

ProART98 CRI~98 1206 927 788 651 614 463 379

Data are based on 3000K (High Efficiency ProART CRI~95). Nominal data of 2700K and 3500K are shared with 3000K.
Higher CCT of 4000K and 5000K will have a nominal data value of 5% higher than published. (ƒ = 1.05)
ProART98 CRI~98 will have a nominal data value of 35% lower than published. (ƒ = 0.65)

Nominal CRI~95, equals to Ra>90~97, R9>50
Nominal CRI~98, equals to Ra>97~99, R9>93

50P constant current and 50P 48CV (constant voltage) shared lumens data. 48CV available in 12W and 10W options.

50PM 17W ~ ƒ = 1.00
50P 12W ~ ƒ = 0.78
50P 10W ~ ƒ = 0.66
35P 8W ~ ƒ = 0.55
50N 7.5W ~ ƒ = 0.52
35N 5.5W ~ ƒ = 0.40
COIN 4.5W ~ ƒ = 0.33

Correction Factor:

FIXTURE

Family Type ECLIPSE PRO

Fixture Colours Matt white (RAL9003), matt black (RAL9011), brushed bronze, 
brushed brass, brushed copper

Materials Aluminium

Accessories Honeycomb anti-glare louvre, soft lens, linear spread lens, 
Comfort Pro, IP54, IP65

Ingress Protection IP40, IP54 (room side), IP65 (room side)

LED MODULE & DRIVER

Family Type 50 series LED engines, 50, 35, COIN series LED modules or 
optional MR16/GU10

Typical Operating Voltage 34V, 12V (constant current LED modules), 24V (24CV LED 
modules), 48V (48CV LED modules)

Typical Operating Current 130mA - 500mA (please refer to specifications of selected LED 
module and driver)

System / Input Power 4.5W - 20.7W (please refer to specifications of selected LED 
module and driver)

Beam Angles 7°, 10°, 20°, 35°, 60°

Lifetime 50,000 hours (80% lumen maintenance at Ta = 25°C), B10

Colour Temperatures 2700K, 3000K, 3500K, 4000K, 5000K, Warm Dim, tune-
WHITE, flexiK, RGBW, RGBA

CRI ProART (CRI~95), ProART98 (CRI~98)

SDCM 2 step MacAdam ellipse binning

Dimming Non-dim, phase (leading & trailing edge), 0-10V, DALI, DALI 
DT8, DMX, CASAMBI

Mains Voltage 220-240V, 50Hz (constant current LED modules and drivers)

Power Factor >0.9

Fire Safety Glow wire test 850°C, UL94V-0, VW-1

Flammability Mark F

Safety Class Class 2 (220-240VAC), Class 3 (24V, 48V constant voltage)

Standards IEC 62031, IEC 61347-2-13

Regulatory Markings CE, CB, CCC, RoHS
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Reduced Glare Reduced Glare 

ECLIPSE 3 PRO
PHOTOMETRICS

50 PRO 24CV

30° 15° 0° 30°

45° 45°

15°

90° 90°
10°

30° 15° 0° 30°

45° 45°

15°

90° 90°
20°

30° 15° 0° 30°

45° 45°

15°

90° 90°
35°

30° 15° 0° 30°

45° 45°

15°

90° 90°
60°

Height 
(m)

Emax (lx)

10° 20° 35° 60°

1
E(0°) 6240 3792 2230 862

Cone Ø (m) 0.19 0.35 0.58 1.05

2
E(0°) 1560 948 557 216

Cone Ø (m) 0.37 0.69 1.17 2.11

3
E(0°) 693 421 248 96

Cone Ø (m) 0.56 1.04 1.75 3.16

4
E(0°) 390 237 139 54

Cone Ø (m) 0.74 1.38 2.34 4.22

5
E(0°) 250 152 89 34

Cone Ø (m) 0.93 1.73 2.92 5.27

ELR LED Module 50P 35P COIN

Input Power (24CV) 12W 10W 8W 4.5W

Luminous Flux 
(lm)

Type Beam Angle CRI

24CV 
Single CCT 

(3000K)

10°

High Efficiency CRI~85 718 592 466 274

ProART CRI~95 610 503 396 233

ProART98 CRI~98 502 414 326 192

20°

High Efficiency CRI~85 914 748 644 357

ProART CRI~95 776 636 547 303

ProART98 CRI~98 639 524 451 250

35°

High Efficiency CRI~85 924 757 651 361

ProART CRI~95 785 643 554 307

ProART98 CRI~98 647 530 456 253

60°

High Efficiency CRI~85 861 705 607 336

ProART CRI~95 732 599 516 286

ProART98 CRI~98 603 494 425 235

Data are based on 3000K (ProART CRI~95). Nominal data of 2700K and 3500K are shared with 3000K.
Higher CCT of 4000K and 5000K will have a nominal data value of 5% higher than published. (ƒ = 1.05)
High Efficiency CRI~85 will have a nominal data value of 15% higher than published. (ƒ = 1.17)
ProART98 CRI~98 will have a nominal data value of 18% lower than published. (ƒ = 0.82)

Nominal CRI~85, equals to Ra>80~87, R9>0
Nominal CRI~95, equals to Ra>90~97, R9>50
Nominal CRI~98, equals to Ra>97~99, R9>93

50P-24CV 12W ~ ƒ = 1.00
50P-24CV 10W ~ ƒ = 0.82
35P-24CV 8W ~ ƒ = 0.70
COIN-24CV 4.5W ~ ƒ = 0.39

Correction Factor:

30° 15° 0° 30°

45° 45°

15°

90° 90°
7°

30° 15° 0° 30°

45° 45°

15°

90° 90°
10°

Height 
(m)

Emax 
(lx)

Emax 
(lx)

7° 10°

1
E(0°) 15028 11093

Cone Ø (m) 0.11 0.19

2
E(0°) 3757 2773

Cone Ø (m) 0.22 0.37

3
E(0°) 1670 1233

Cone Ø (m) 0.32 0.56

4
E(0°) 939 693

Cone Ø (m) 0.43 0.74

5
E(0°) 601 444

Cone Ø (m) 0.54 0.93

ELR LED Module 35P-HI 35P-HI 50N-HI 35N-HI COIN-HI

LED Power 6.2W 8W 7.5W 5.5W 4.5W

System Power 7.6W 9.8W 9.4W 6.9W 5.5W

Luminous Flux 
(lm)

Type Beam Angle CRI

Single CCT 
(3000K)

7°

High Efficiency CRI~85 330

ProART CRI~95 281

ProART98 CRI~98

Single CCT 
(3000K)

10°

High Efficiency CRI~85 587 552 405 329

ProART CRI~95 499 469 344 280

ProART98 CRI~98 411 386 283 231

Data are based on 3000K (ProART CRI~95). Nominal data of 2700K and 3500K are shared with 3000K.
Higher CCT of 4000K and 5000K will have a nominal data value of 5% higher than published. (ƒ = 1.05)
High Efficiency CRI~85 will have a nominal data value of 15% higher than published. (ƒ = 1.17)
ProART98 CRI~98 will have a nominal data value of 18% lower than published. (ƒ = 0.82)

Nominal CRI~85, equals to Ra>80~87, R9>0
Nominal CRI~95, equals to Ra>90~97, R9>50
Nominal CRI~98, equals to Ra>97~99, R9>93

35P-HI 7D 6.2W ~ ƒ = 1.00
35P-HI 10D 8W ~ ƒ = 1.00
50N-HI 10D 7.5W ~ ƒ = 0.94
35N-HI 10D 5.5W ~ ƒ = 0.69
COIN-HI 10D 4.5W ~ ƒ = 0.56

Correction Factor:

35 PRO HIGH INTENSITY
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Reduced Glare Reduced Glare 

ECLIPSE 3 PRO
PHOTOMETRICS

MODULAR CONCEPT FIXTURE MODULE DRIVER

50 PRO WARM DIM

30° 15° 0° 30°

45° 45°

15°

90° 90°
10°

30° 15° 0° 30°

45° 45°

15°

90° 90°
20°

30° 15° 0° 30°

45° 45°

15°

90° 90°
35°

30° 15° 0° 30°

45° 45°

15°

90° 90°
60°

Height 
(m)

Emax (lx)

10° 20° 35° 60°

1
E(0°) 4956 4079 2399 927

Cone Ø (m) 0.27 0.35 0.58 1.05

2
E(0°) 1239 1020 600 232

Cone Ø (m) 0.54 0.69 1.17 2.11

3
E(0°) 551 453 267 103

Cone Ø (m) 0.81 1.04 1.75 3.16

4
E(0°) 310 255 150 58

Cone Ø (m) 1.08 1.38 2.34 4.22

5
E(0°) 198 163 96 37

Cone Ø (m) 1.35 1.73 2.92 5.27

Data are based on maximum output at 3100K.

Nominal CRI~95, equals to Ra>90~97, R9>50

ComfySHIFT is applicable to WarmDim Modules 50PLE WD, 50P WD, 35P WD, 50N WD, MS MO 3 WD. Maximum power capped at 8W.

50P 12W WD ~ ƒ = 1.00
35P 8W WD ~ ƒ = 0.67
50N 7.5W WD ~ ƒ = 0.63
35N 5.5W WD ~ ƒ = 0.46
COIN 4.5W WD ~ ƒ = 0.38

Correction Factor:

ELR LED Module 50P 35P 50N 35N COIN

LED Power 12W 8W 7.5W 5.5W 4.5W

System Power 14.6W 9.8W 9.4W 6.9W 5.5W

Luminous Flux 
(lm)

Type Beam Angle CRI

Warm Dim 
(3100K)

10°

ProART CRI~95

701 467 438 321 263

20° 835 557 522 383 313

35° 845 563 528 387 317

60° 787 525 492 361 295

50 PRO tuneWHITE / flexiK

30° 15° 0° 30°

45° 45°

15°

90° 90°
20°

30° 15° 0° 30°

45° 45°

15°

90° 90°
35°

30° 15° 0° 30°

45° 45°

15°

90° 90°
60°

Height 
(m)

Emax (lx)

20° 35° 60°

1 E(0°) 5057 2974 1150

Cone Ø (m) 0.35 0.58 1.05

2 E(0°) 1264 743 287

Cone Ø (m) 0.69 1.17 2.11

3 E(0°) 562 330 128

Cone Ø (m) 1.04 1.75 3.16

4 E(0°) 316 186 72

Cone Ø (m) 1.38 2.34 4.22

5 E(0°) 202 119 46

Cone Ø (m) 1.73 2.92 5.27

Data are based on maximum output at 5000K - 5500K range.
3500K - 5000K will have a nominal data value of 5% lower than published.
2700K - 3500K will have a nominal data value of 10% lower than published.
2400K - 2700K will have a nominal data value of 20% lower than published.
1800K - 2400K will have a nominal data value of 30% lower than published.

Nominal CRI~95, equals to Ra>90~97, R9>50

50P 12W TW / FK ~ ƒ = 1.00
35P 8W TW / FK ~ ƒ = 0.68
50N 7.5W TW / FK ~ ƒ = 0.66
COIN 4.5W TW / FK ~ ƒ = 0.38

Correction Factor:

ELR LED Module 50P 35P 50N COIN

LED Power 12W 8W 7.5W 4.5W

System Power 14.6W 9.8W 9.4W 5.5W

Luminous Flux 
(lm)

Type Beam Angle CRI

tuneWHITE / 
flexiK 

(5500K)

20°

ProART CRI~95

1035 705 683 392

35° 1047 713 691 396

60° 976 664 644 369
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Reduced Glare Reduced Glare 

ECLIPSE 3 PRO
PHOTOMETRICS

50 PRO RGBW

30° 15° 0° 30°

45° 45°

15°

90° 90°
35°

30° 15° 0° 30°

45° 45°

15°

90° 90°
60°

Height 
(m)

Emax (lx)

35° 60°

1
E(0°) 1511 584

Cone Ø (m) 0.58 1.05

2
E(0°) 378 146

Cone Ø (m) 1.17 2.11

3
E(0°) 168 65

Cone Ø (m) 1.75 3.16

4
E(0°) 94 37

Cone Ø (m) 2.34 4.22

5
E(0°) 60 23

Cone Ø (m) 2.92 5.27

Data are based on 3 Watts per channel. The 50P RGBW module allows a maximum limit of 12 Watts total LED lamp power at each instant of operation.
Driver Recommendation:

*Recommended drivers allow the output current to be configured at preferred ratios between independent colour channels, subjected to total LED power not 
exceeding the allowed maximum limit of 12 Watts.

AC input, DALI / DMX 4 channel LED driver, configurable output current.
DC input, DMX 4 channel decoder, configurable output current

ELR LED Module 50P

LED Power 12W

System Power 14.6W

Luminous Flux 
(lm)

Type Beam Angle CRI

RGBW
35°

N/A
569

60° 581
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Reduced Glare Reduced Glare 

ECLIPSE 3 PRO MODULAR CONCEPT FIXTURE MODULE DRIVER

FIXTURE & ACCESSORIES ORDERING MATRIX CHART

COMPATIBLE LED MODULES & DRIVERS ORDERING MATRIX CHART

Single CCT LED Module

LED Power Beam Angle Colour Temp CRI

._____ ._____ ._____ ._____

ELR50PM.17 17W 10 10° 27 2700K PA ProART

ELR50P.12 12W 20 20° 30 3000K PP ProART98

ELR50P.10 10W 35 35° 35 3500K

ELR35P.8 8W 60 60° 40 4000K

ELRCOIN.4 4.5W 50 5000K

example: ELR50P.12.35.30.PA

Single CCT Integrated LED Module

LED Power Beam Angle Colour Temp CRI Dimming

._____ ._____ ._____ ._____ ._____

ELR50N.7 7.5W 10 10° 27 2700K PA ProART ND Non-Dim

ELR35N.5 5.5W 20 20° 30 3000K PP ProART98 PH Phase

35 35° 35 3500K AN 0-10V

60 60° 40 4000K DA DALI

50 5000K CSB Casambi

example: ELR50N.7.35.30.PA.DA

Driver

Type Dimming Output Power

._____ ._____ ._____

MP.DRA Modular Pro ATePS Driver ND Non-Dim 17 17W

PH Phase 12 12W

AN 0-10V 10 10W

DA DALI 8 8W

DMX DMX 4 4.5W

CSB Casambi

example: MP.DRA.DA.12
Note: Please ensure that LED Power of LED module matches the Output Power of driver when ordering.

Fixture

Type Trim Option Shape Angle Colour

ECLIPSE-3PRO ._____ ._____ ._____ ._____

T Trim RD Round FX Fix WH Matt White

X Flush Mount SQ Square TL Tilt MB Matt Black

BBZ Brushed Bronze

BBR Brushed Brass

BCP Brushed Copper

example: ECLIPSE-3PRO.T.RD.TL.WH
Note: Custom RAL colour options available.

Accessories

Type Accessory Fixture Size

MP.ACC ._____ -3

AGL Anti-Glare Louvre

SL Soft Lens

LSL Linear Spread Lens

CP Comfort Pro

IP54 IP54 dropped in (roomside)

IP65 IP65 sealed (roomside)

MR16 MR16 Holder

GU10 GU10 Holder

example: MP.ACC.CP-3
*IP54 is valid for fix angle fixtures only.
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Reduced Glare Reduced Glare 

ECLIPSE 3 PRO
COMPATIBLE LED MODULES & DRIVERS ORDERING MATRIX CHART

Single CCT High Intensity LED Module

LED Power Beam Angle Colour Temp CRI

._____ ._____ ._____ ._____

ELR35P-HI.8 8W 10 10° 27 2700K HE Ra~85

ELRCOIN-HI.4 4.5W 30 3000K PA ProART

35 3500K PP ProART98

40 4000K

50 5000K

ELR35P-HI.6 6.2W 7 7° 27 2700K HE Ra~85

30 3000K PA ProART

35 3500K

40 4000K

50 5000K

example: ELR35P-HI.8.10.30.PA

Single CCT 48CV LED Module

Input Power Beam Angle Colour Temp CRI

._____ ._____ ._____ ._____

ELR50P-48CV.12 12W 10 10° 27 2700K PA ProART

ELR50P-48CV.10 10W 20 20° 30 3000K PP ProART98

35 35° 35 3500K

60 60° 40 4000K

50 5000K

example: ELR50P-48CV.12.35.30.PA
Note: Power supply unit for 24/48CV LED modules are sold separately.

Single CCT 24CV LED Module

Input Power Beam Angle Colour Temp CRI

._____ ._____ ._____ ._____

ELR50P-24CV.12 12W 10 10° 27 2700K HE Ra~85

ELR50P-24CV.10 10W 20 20° 30 3000K PA ProART

ELR35P-24CV.8 8W 35 35° 35 3500K PP ProART98

ELRCOIN-24CV.4 4.5W 60 60° 40 4000K

50 5000K

example: ELR50P-24CV.12.35.30.HP
Note: Power supply unit for 24/48CV LED modules are sold separately.

Single CCT High Intensity Integrated LED Module

LED Power Beam Angle Colour Temp CRI Dimming

._____ ._____ ._____ ._____ ._____

ELR50N-HI.7 7.5W 10 10° 27 2700K HE Ra~85 ND Non-Dim

ELR35N-HI.5 5.5W 30 3000K PA ProART PH Phase

35 3500K PP ProART98 AN 0-10V

40 4000K DA DALI

50 5000K CSB Casambi

example: ELR50N-HI.7.35.30.PA.DA

Driver

Type Dimming Output Power

._____ ._____ ._____

MP.DRA Modular Pro ATePS Driver ND Non-Dim 8 8W

PH Phase 4 4.5W

AN 0-10V

DA DALI

DMX DMX

CSB Casambi

MP.DRN.12 Modular Pro Driver 12V ND Non-Dim 6 6.2W

PH Phase

AN 0-10V

DA DALI

DMX DMX

CSB Casambi
example: MP.DRA.DA.8
Note: Please ensure that LED Power of LED module matches the Output Power of driver when ordering.
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Reduced Glare Reduced Glare 

ECLIPSE 3 PRO MODULAR CONCEPT FIXTURE MODULE DRIVER

COMPATIBLE LED MODULES & DRIVERS ORDERING MATRIX CHART

Warm Dim Integrated LED Module

LED Power Beam Angle Colour Temp CRI Dimming

._____ ._____ ._____ ._____ ._____

ELR50N.7 7.5W 10 10° WD Warm Dim PA ProART PH Phase

ELR35N.5 5.5W 20 20° AN 0-10V

35 35° DA DALI

60 60° CSB Casambi

example: ELR50N.7.35.WD.PA.DA

ComfySHIFT Integrated LED Module

LED Power Beam Angle Colour Temp CRI Dimming

._____ ._____ ._____ ._____ ._____

ELR50N.7 7.5W 10 10° CS ComfySHIFT PA ProART ND Non-Dim

20 20°

35 35°

60 60°

example: ELR50N.7.35.CS.PA.ND

ComfySHIFT LED Module

LED Power Beam Angle Colour Temp CRI

._____ ._____ ._____ ._____

ELR35P.8 8W 10 10° CS ComfySHIFT PA ProART

20 20°

35 35°

60 60°

example: ELR35P.8.35.CS.PA

Driver

Type Dimming Output Power Colour Temp

._____ ._____ ._____ ._____

MP.DRN Modular Pro Driver ND Non-Dim 8 8W CS ComfySHIFT

example: MP.DRN.ND.8.CS

Warm Dim LED Module

LED Power Beam Angle Colour Temp CRI

._____ ._____ ._____ ._____

ELR50P.12 12W 10 10° WD Warm Dim PA ProART

ELR35P.8 8W 20 20°

ELRCOIN.4 4.5W 35 35°

60 60°

example: ELR50P.12.35.WD.PA

Driver

Type Dimming Output Power

._____ ._____ ._____

MP.DRA Modular Pro ATePS Driver PH Phase 12 12W

AN 0-10V 8 8W

DA DALI 4 4.5W

DMX DMX

CSB Casambi

example: MP.DRA.DA.12
Note: Please ensure that LED Power of LED module matches the Output Power of driver when ordering.



The information above is at nominal values accuracy of +/-7%.   For the latest specifications please refer to the website.372 www.elr-group.com

Reduced Glare Reduced Glare 

ECLIPSE 3 PRO
COMPATIBLE LED MODULES & DRIVERS ORDERING MATRIX CHART

tuneWHITE LED Module

LED Power Beam Angle Colour Temp CRI

._____ ._____ ._____ ._____

ELR50P.12 12W 20 20° TW1840
tuneWHITE 
1800K-4000K

PA ProART

ELR35P.8 8W 35 35° TW2755
tuneWHITE 
2700K-5500K

ELRCOIN.4 4.5W 60 60°

example: ELR50P.12.35.TW2755.PA

Driver

Type Dimming Output Power Colour Temp

._____ ._____ ._____ ._____

MP.DRA
Modular Pro 
ATePS Driver

DT8 DALI DT8 12 12W TW1840
tuneWHITE 
1800K-4000K

DMX DMX 8 8W TW2755
tuneWHITE 
2700K-5500K

CSB Casambi 4 4.5W

example: MP.DRA.DT8.12.TW2755
Note: Ensure LED Power and Colour Temperature selection of LED module matches the Output Power and Colour 
Temperature selection of driver when ordering.

tuneWHITE Integrated LED Module

LED Power Beam Angle Colour Temp CRI Dimming

._____ ._____ ._____ ._____ ._____

ELR50N.7 7.5W 20 20° TW1840
tuneWHITE 
1800K-4000K

PA ProART DT8 DALI DT8

35 35° TW2755
tuneWHITE 
2700K-5500K

CSB Casambi

60 60°

example: ELR50N.7.35.TW2755.PA.DT8

flexiK LED Module

LED Power Beam Angle Colour Temp CRI

._____ ._____ ._____ ._____

ELR50P.12 12W 20 20° FK## flexiK PA ProART

ELR35P.8 8W 35 35°

ELRCOIN.4 4.5W 60 60°

## denotes the first two digits of preferred CCT ranging from 1800K to 5500K by increment of 100K.

example: ELR50P.12.35.FK43.PA

RGBW LED Module

LED Power Beam Angle Colour Temp

._____ ._____ ._____

ELR50P.12 12W 35 35° RGBW Red, Green, Blue, White

60 60°

example: ELR50P.12.35.RGBW

flexiK Integrated LED Module

LED Power Beam Angle Colour Temp CRI Dimming

._____ ._____ ._____ ._____ ._____

ELR50N.7 7.5W 20 20° FK## flexiK PA ProART PH Phase

35 35° AN 0-10V

60 60° DA DALI

CSB Casambi
## denotes the first two digits of preferred CCT ranging from 1800K to 5500K by increment of 100K.

example: ELR50N.7.35.FK43.PA.DA

Driver

Type Dimming Output Power

._____ ._____ ._____

MP.DRA Modular Pro ATePS Driver ND Non-Dim 12 12W

PH Phase 8 8W

AN 0-10V 4 4.5W

DA DALI

DMX DMX

CSB Casambi
example: MP.DRA.DA.12
Note: Please ensure that LED Power of LED module matches the Output Power of driver when ordering.

Driver

Type Dimming Output Power

._____ ._____ ._____

MP.DRN Modular Pro Driver RGBW.DA DALI 12 12W

RGBW.DMX DMX

example: MP.DRN.RGBW.DA.12
Note: RGBW DALI and DMX driver are 48VDC INPUT. Power supply unit sold seperately


